
  

 
 

 

 

 

 

 

SL In-line Pumps 

인라인 펌프 

 

 

 

 

 
|주| 세고산업 
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In-line Pumps 
건물용 순환펌프로 시공성, 공간성, 효율성을 극대화하여 넓은 범위의 사양과 

적용으로 고품질, 고효율의 인라인펌프를 새롭게 출시합니다. 
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사용 유체 

사용유체는 고형입자나 섬유질 성분이 없고, 폭발의 

위험이 없으며, 점성이 낮고, 펌프의 재질에 화학적 

으로 손상을 주지 않는 액체이어야 합니다. 

 

 

용도 

용도 

종 류 : IEC 표준모터 

모터형식 : TEFC 

보호등급 : IP54, IP55 

절연등급 : F종 

전원사양 : 7.5kW 이하 220/380V 11kW 이상 380V 

최저소비효율기자재 인증품 

단면도 

빌딩의 냉.온수 순환 

공동주택의 온수순환 

급탕순환 

중앙난방시스템 

응축수 시스템 

냉각용수 순환 

쿨링타워 

지역난방 시스템 

 

 

배관 

파이프에 직접 설치가 가능하며, 베이스 플레이트가 

기본으로 장착됩니다. 

SL Series 펌프는 PN 16 플랜지가 장착되어 있습 

니다. 

제품자료 

 

   

Shaft 
    

 
Impeller   

Air Vent 
Casing 

  

 
  Motor   

 
Coupling   

Cover 

Motor 

제품자료 
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    제품자료  

 

 

 

펌프 표시 

 
펌프타입(인라인펌프) 

흡입 및 토출구의 공칭경 

Impeller type 

공칭 양정(m) 

 

기술자료 

펌프구경(A) : 40 ~ 200 

유 량 : max. 480㎥/h 

양 정 : max. 58m 

유  체 온 도 : -25 ~ +140℃ 

최대 운전압력 : 16bar 

주  위 온 도 : 최대 +40℃ 

회  전 방 향 : 시계방향 

 

SL 50 - A20 

제품의 특장점 

SL 펌프는 단단형의 Close-Coupled 방식의 인라인펌프로 

동일 직경의 흡입 및 토출구를 가지고 있습니다. 

Top-Pull-Out 구조로 서비스 발생시 메카니칼씰과 모터의 

교환 및 유지보수가 용이합니다. 

슬리브 커플링으로 연결된 모터-펌프 샤프트는 안정된 운전 

으로 정숙하며 서비스 발생시 해체가 간편한 구조입니다. 

임펠러는 3차원 유동해석을 통한 최적설계로 유체의 저항 

을 최소화 하여 효율이 높습니다. 

펌프에는 내마모성이 우수한 표준 언발란스 메카니칼씰이 

장착되어 있습니다. 

고효율을 위해 100A까지는 2극 모터가 적용되며 125A 

이상은 4극 모터가 적용됩니다. 

1.5~15kW의 펌프는 인버터가 내장된 SLE 타입의 펌프로 

제작이 가능합니다. 

 

 

 
 

Technical Data 
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  제품자료  

 

 

 

 

Top-Pull-Out Design 

수리시, 펌프하우징을 배관에서 분리하지 않고 해체가 가능 

한 구조입니다. 

최소한 다음과 같이 펌프 설치후 모터측 상단에 다음과 같이 

여유가 있어야 합니다. 

-4.0kW이하의 모터가 장착된 펌프는 300mm 이상 

-5.5kW 이상의 모터가 장착된 펌프는 1m 이상 
 
 

 

배관 연결 

7.5kW 이하의 모터가 장착된 경우 펌프는 펌프/모터축 

이 수평 또는 수직이 되는 어떤방향으로도 설치가 가능 

합니다. 그러나 모터가 수평면 아래로 향하도록 설치해 

서는 안됩니다. 

SL 40~150 단면도 
 

SL 200 단면도 

 
 

 

재질 사양표 
 

 

11kW 이상의 모터가 장착된 펌프는 수평배관에 모터를 

수직으로 세운 형태로만 설치가 가능합니다. 

배관이 펌프를 충분히 지지할 수 있는 경우, 배관에 직접 

설치하는 것이 가능하나, 그렇지 않은 경우에는 펌프를 

브래킷 또는 베이스 플레이트 위에 설치해야 합니다. 

 
 

 

 

기술사양 

NO Parts Material 

1 케이싱 (Casing) Gray Cast Iron 

2 임펠러 (Impeller) Gray Cast Iron 

3 펌프헤드 (Pump Head) Gray Cast Iron 

4 메카니칼씰 (Mechanical seal) SiC/SiC/EPDM 

5 카프링 가드 (Coupling Guard) Stainless Steel 

6 카프링 (Coupling) Carbon Steel 

7 주축 (Shaft) Stainless Steel 

8 에어벤트 (Air Vent) Brass 

9 케이싱 오링 (Casing O-Ring) Rubber 

10 플러그 (Plug) Stainless Steel 
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  제품자료  

 

 

 
 

 

 

 
 

아래의 내용은 성능 곡선에 적용되는 사항입니다. 

 

측정에 사용된 유체는 기포가 함유되지 않은 +20℃의 청수입니다. 
 

펌프가 과열되지 않기 위해서는 반드시 규정된 최소유량 이상으로 운전되어야 합니다. 
 

펌프 유체의 점도 및 비중이 물보다 큰 경우에는 기준동력보다 더 큰 동력의 모터를 사용해야 할 수도 있습니다. 

 

 

 
펌프형식 및 주파수 

 

범위를 나타냅니다. 

 

 

 

 

 

 

 

 

 

 

니다. 



Dimensions and Weights 
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    SL 40 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL40-A20 1.5 2 2 5.71 3.3 2.86 3450 84 84 14 

SL40-A24 2.2 3 2 8.3 4.8 4.15 3460 85.5 81.4 16 

SL40-A28 3 4 2 11 6.4 5.5 3470 87.5 81.4 20 

SL40-B32 4 5.5 2 13.5 7.8 6.75 3480 87.5 88.9 30 

SL40-B35 5.5 7.5 2 19 11 9.5 3500 88.5 88 37 

SL40-B42 7.5 10 2 26 15 13 3500 89.5 84.9 48 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL40-A20 68 160 103 517 320 140 176 124 192 28 

SL40-A24 68 160 103 517 320 140 176 124 192 32 

SL40-A28 68 178 103 584 320 160 198 140 192 40 

SL40-B32 110 185 145 633 440 160 198 140 266 60 

SL40-B35 110 213 145 689 440 200 220 150 266 74 

SL40-B42 110 213 145 723 440 200 365 178 266 96 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 40 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 40-A Series SL 40-B Series 
 

 

SL 40    SL 40 

 

 

 

 

 

 
 

  

 

SL 40-B Series 

 
SL 40 

 

 

 

 

 

 

SL 40 Series 2-Pole, 60Hz 

Performance Curves 



Dimensions and Weights 
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    SL 50 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL50-A20 2.2 3 2 8.3 4.8 4.15 3460 85.5 81.4 16 

SL50-A27 3 4 2 11 6.4 5.5 3470 87.5 81.4 20 

SL50-B34 4 5.5 2 13.5 7.8 6.75 3480 87.5 88.9 30 

SL50-B40 5.5 7.5 2 19 11 9.5 3500 88.5 88 37 

SL50-C42 7.5 10 2 26 15 13 3500 89.5 84.9 48 

SL50-C51 11 15 2 37.1 21.5 18.5 3535 90.2 86.2 65 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL50-A20 115 153 150 557 340 140 176 124 232 32 

SL50-A27 115 172 150 625 340 160 198 140 232 40 

SL50-B34 115 172 150 625 340 160 198 140 244 60 

SL50-B40 115 197 150 678 340 200 220 150 244 74 

SL50-C42 115 197 150 712 440 200 365 178 329 96 

SL50-C51 115 250 150 803 440 350 259 178 329 130 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 



11 

 

SL 50 In-Line Pumps 

 

 

 

 

SL 50-A Series SL 50-B Series 
 

 

 

 

 

 

 

 

 

 

 
 

  

SL 50-C Series 

 

 

 

 

 

 

 

 

 

 

 

Q-H Curve, Shaft Power 

SL 50 Series 2-Pole, 60Hz 

SL 50 SL 50 

SL 50 

Performance Curves 



Dimensions and Weights 
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    SL 65 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL65-A20 3 4 2 11 6.4 5.5 3470 87.5 81.4 20 

SL65-A25 4 5.5 2 13.5 7.8 6.75 3480 87.5 88.9 30 

SL65-A32 5.5 7.5 2 19 11 9.5 3500 88.5 88 37 

SL65-A38 7.5 10 2 26 15 13 3500 89.5 84.9 48 

SL65-B46 11 15 2 37.1 21.5 18.5 3535 90.2 86.2 65 

SL65-B55 15 20 2 50.2 29 25.1 3535 90.2 87 117 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL65-A20 105 191 140 634 360 160 198 140 266 72 

SL65-A25 105 191 140 634 360 160 198 140 266 100 

SL65-A32 105 213 140 684 360 200 220 150 266 134 

SL65-A38 105 213 140 718 360 200 365 178 266 170 

SL65-B46 125 262 160 825 475 350 259 178 346 226 

SL65-B55 125 262 160 952 475 350 326 283 346 364 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 65 In-Line Pumps 

 

 

 

 

SL 65-A Series SL 65-A Series 
 

 

 

 

 

 

 

 

 

 

 

 

 

SL 65-B Series 

 

 

 

 

 

 

 

 

 

 

Q-H Curve, Shaft Power 

SL 65 Series 2-Pole, 60Hz 

SL 65 SL 65 

SL 65 

Performance Curves 



Dimensions and Weights 
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    SL 80 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL80-A12 3 4 2 11 6.4 5.5 3470 87.5 81.4 20 

SL80-A17 4 5.5 2 13.5 7.8 6.75 3480 87.5 88.9 30 

SL80-A20 5.5 7.5 2 19 11 9.5 3500 88.5 88 37 

SL80-A26 7.5 10 2 26 15 13 3500 89.5 84.9 48 

SL80-B30 11 15 2 37.1 21.5 18.5 3535 90.2 86.2 65 

SL80-B38 15 20 2 50.2 29 25.1 3535 90.2 87 117 

SL80-B47 18.5 25 2 60.6 35.1 30.3 3535 91 88 135 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL80-A12 97 219 132 654 450 160 198 140 266 40 

SL80-A17 97 219 132 654 450 160 198 140 266 60 

SL80-A20 97 241 132 704 450 200 220 150 266 74 

SL80-A26 97 241 132 738 450 200 365 178 266 96 

SL80-B30 115 279 150 832 500 350 259 178 437 130 

SL80-B38 115 279 150 959 500 350 326 283 437 234 

SL80-B47 115 279 150 959 500 350 326 283 437 270 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 80 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 80-A Series SL 80-A Series 
 

 

 

 

 

 

 

 

 

 

 

 

SL 80-B Series 

 
SL 80 

 

 

 

 

 

 

 

 

 

 

 
 

SL 80 Series 2-Pole, 60Hz 

SL 80 SL 80 

Performance Curves 
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SL 100 In-Line Pumps 

 

 

 

 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL100-A11 3 4 2 11 6.4 5.5 3470 87.5 81.4 20 

SL100-A15 4 5.5 2 13.5 7.8 6.75 3480 87.5 88.9 30 

SL100-B17 5.5 7.5 2 19 11 9.5 3500 88.5 88 37 

SL100-B22 7.5 10 2 26 15 13 3500 89.5 84.9 48 

SL100-C25 11 15 2 37.1 21.5 18.5 3535 90.2 86.2 65 

SL100-C32 15 20 2 50.2 29 25.1 3535 90.2 87 117 

SL100-C34 18.5 25 2 60.6 35.1 30.3 3535 91 88 135 

SL100-C38 22 30 2 69.7 40.4 34.9 3540 91 91 177 

SL100-C52 30 40 2 94.3 54.6 47.2 3540 91.7 91 181 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL100-A11 105 190 140 633 450 160 198 140 235 40 

SL100-A15 105 190 140 633 450 160 198 140 235 60 

SL100-B17 140 215 175 721 500 200 220 150 267 74 

SL100-B22 140 215 175 755 500 200 365 178 267 96 

SL100-C25 140 270 175 848 550 350 259 178 333 130 

SL100-C32 140 270 175 975 550 350 326 283 333 234 

SL100-C34 140 270 175 975 550 350 326 283 333 270 

SL100-C38 140 270 175 994 550 400 360 301 333 354 

SL100-C52 140 270 175 1032 550 400 360 301 333 362 

 

 

 
Air Vent PT 1/4 

Gauge PT 1/4 

Drain Plug PT 3/8 

Outline Drawing 

Electrical Data 

Dimensions and Weights 

Technical Data 
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SL 100 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 100-A Series SL 100-B Series 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

SL 100-C Series SL 100-C Series 

 

SL 100 

 

 
 

 

 

 

 

 

 

 

 

SL 100 Series 2-Pole, 60Hz 

SL 100 

SL 100 SL 100 

Performance Curves 



Dimensions and Weights 
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    SL 125 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL125-A20 11 15 4 38.8 22.5 19.4 1760 91 81.7 65 

SL125-A24 15 20 4 53.4 30.9 26.7 1760 91 81 117 

SL125-A28 18.5 25 4 62.6 36.2 31.3 1765 92.4 84 135 

SL125-A32 22 30 4 75.3 43.6 37.6 1770 92.4 83 177 

SL125-A38 30 40 4 100.8 58.3 50.4 1760 93 84 181 

SL125-B40 37 50 4 126.1 73 63.05 1770 94.5 81.5 297 

SL125-B46 45 60 4 149.8 86.7 74.9 1770 95 83 320 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL125-A20 215 298 250 1033 800 350 317 265 444 187 

SL125-A24 215 298 250 1077 800 350 317 265 444 262 

SL125-A28 215 298 250 1113 800 350 365 300 444 310 

SL125-A32 215 298 250 1113 800 350 365 300 444 367 

SL125-A38 215 298 250 1139 800 350 365 300 444 396 

SL125-B40 215 314 250 1354 800 450 418 335 520 627 

SL125-B46 215 314 250 1354 800 450 418 335 520 670 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 125 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 125-A Series SL 125-A Series 
 

 
SL 125 

 

 

 

 

 

 

 

 

SL 125-B Series 

 

  SL 125 

 

 

 

 

 

 

SL 125 Series 4-Pole, 60Hz 

SL 125 

Performance Curves 



Dimensions and Weights 
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    SL 150 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL150-A15 11 15 4 38.8 22.5 19.4 1760 91 81.7 65 

SL150-A18 15 20 4 53.4 30.9 26.7 1760 91 81 117 

SL150-A20 18.5 25 4 62.6 36.2 31.3 1765 92.4 84 135 

SL150-A24 22 30 4 75.3 43.6 37.6 1770 92.4 83 177 

SL150-A32 30 40 4 100.8 58.3 50.4 1760 93 84 181 

SL150-B36 37 50 4 126.1 73 63.05 1770 94.5 81.5 297 

SL150-B44 45 60 4 149.8 86.7 74.9 1770 95 83 320 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL150-A15 215 269 250 1004 800 350 317 265 446 187 

SL150-A18 215 269 250 1048 800 350 317 265 446 262 

SL150-A20 215 269 250 1084 800 350 365 300 446 310 

SL150-A24 215 269 250 1084 800 350 365 300 446 367 

SL150-A32 215 269 250 1110 800 350 365 300 446 396 

SL150-B36 230 288 265 1343 900 450 418 335 515 627 

SL150-B44 230 288 265 1343 900 450 418 335 515 670 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 150 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 150-A Series SL 150-A Series 
 

 
SL 150 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SL 150-B Series 

 

 

 

 

 

 

 

 

 

 

SL 150 Series 4-Pole, 60Hz 

SL 150 

SL 150 

Performance Curves 



Dimensions and Weights 
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    SL 200 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL200-A12 22 30 4 75.3 43.6 37.6 1770 92.4 83 177 

SL200-A20 30 40 4 100.8 58.3 50.4 1760 93 84 181 

SL200-B23 37 50 4 126.1 73 63.05 1770 94.5 81.5 297 

SL200-B27 45 60 4 149.8 86.7 74.9 1770 95 83 320 

SL200-B32 55 75 4 181.2 104.9 90.6 1770 95.4 83.5 350 

SL200-C43 75 100 4 245.6 142.2 122.8 1770 95.4 84 500 

SL200-C50 90 120 4 291.3 168.6 145.6 1780 95.4 85 530 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL200-A12 235 415 270 1250 1000 350 365 300 497 367 

SL200-A20 235 415 270 1276 1000 350 365 300 497 396 

SL200-B23 235 445 270 1505 1100 450 418 335 555 627 

SL200-B27 235 445 270 1505 1100 450 418 335 555 670 

SL200-B32 235 445 270 1565 1100 450 454 385 555 760 

SL200-C43 235 457 270 1629 1100 550 510 440 584 990 

SL200-C50 235 457 270 1629 1100 550 510 440 584 1080 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 200 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 200-A Series SL 200-B Series 
 

 

 

 

 

 

 

 

 

 

 

SL 200-C Series 
 

 

 

SL 200 Series 4-Pole, 60Hz 

SL 200 

SL 200 SL 200 

Performance Curves 



Dimensions and Weights 
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    SL 250 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL250-A33 75 100 4 248 143.6 124 1770 94.5 84 540 

SL250-B37 90 120 4 291 168.3 145.3 1770 94.5 86 540 

SL250-B42 110 150 4 353 204.6 176.7 1765 95 86 800 

 

 

 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL250-A33 260 580 290 1772 1050 550 510 440 723 635 

SL250-B37 260 610 290 1802 1050 550 510 440 740 645 

SL250-B42 260 610 290 1815 1050 550 617 550 740 905 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 250 In-Line Pumps  

Q-H Curve, Shaft Power 
 
 

 

SL 250-A33 Series SL 250-B37 Series 
 

 

 

SL 250-B42 Series 
 

 

 

SL 250 Series 4-Pole, 60Hz 

SL 250 SL 250 

SL 250 

Performance Curves 



Dimensions and Weights 
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    SL 300 In-Line Pumps 

Outline Drawing 

 

 

Electrical Data 
 

Model 
Motor Power 

Pole 
Full Load Amps 

RPM 
Efficiency 

(%) 
Power 

Factor(%) 
Weight 

(kg) kW HP 220V 380V 440V 

SL300-A30 90 120 4 291 168.3 145.3 1770 94.5 86 540 

SL300-B35 110 150 4 353 204.6 176..7 1765 95 86 800 

SL300-B40 132 180 4 419 242.7 209.6 1765 95 87 850 

 

 

 

 

 

Model 
Dimensions(mm) Weight 

(P+M)(kg) H1 H2 H3 H4 L D D1 D2 B 

SL300-A30 288 580 320 1802 1150 550 510 440 720 635 

SL300-B35 288 610 320 1845 1150 550 617 550 814 905 

SL300-B40 288 610 320 1900 1150 550 617 550 814 955 

 

 

 

1. Air Vent PT 1/4 

2. Vacuum & Pressure 

Gauge PT 1/4 

3. Drain Plug PT 3/8 

Technical Data 
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SL 300 In-Line Pumps  

Q-H Curve, Shaft Power 

 

 

SL 300-A30 Series SL 300-B35 Series 
 

 

 

 

 

 

 

SL 300-B40 Series 

 

 

SL300 Series 4-Pole, 60Hz 

SL 300 SL 300 

SL 300 

Performance Curves 



 

The next generation in Fluid Excellence 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


